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Successful  Kiln  Drying  of  White  Pine 
for  Furniture  Stock,  H.  J.  Boisselle, 
3: 17  (No.  4088— $0.80) 

Surface  Temperature  as  an  Indicator 
of  Wood  Moisture  Content  During 
Drying,  E.  S.  Kotok,  D.  P.  Lowery, 
and  C.  E.  Jensen,  9:80  (No.  4255 — 
$0.60) 

Moisture-Use  Relationship 

Bowing  of  Panels  in  One-Sided  At¬ 
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Drying,  E.  S.  Kotok,  D.  P.  Lowery, 
and  C.  E.  Jensen,  9:80  (No.  4255 — 
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Fiber,  Chemical,  and  Agricultural 
Products  from  Southern  Pine  Bark, 
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Fiber  Length  in  Southwestern 
Young-Growth  Ponderosa  Pine,  G. 
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Forest  Economics:  See  Timber 
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Glue  Lam:  See  Glues  and  Gluing 
Processes. 
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boards,  H.-J.  Deppe,  7:27  (No.  4089 — 
$1.50) 

Foam  Extrusion— A  New  Way  of  Ap¬ 
plying  Glue,  C.  N.  Cone,  11:14  (No. 
4337— $0.60) 

Gluing  of  Southern  Pine  Veneer  with 
Blood  Modified  Phenolic  Resin 
Glues,  C.  Fischer  and  D.  W.  Ben- 
send,  5:32  (No.  4198— $1.20) 

Hot  Melt  Coatings  for  Wood  Products, 
V.  A.  Rundle  and  Y.  C.  Cheo,  9:73 
(No.  4271— $1.40) 

Infrared  Method  for  Determining 
Phenol-Formaldehyde  Resin  Content 
in  Fiber  and  Wood  Products,  S.-Z. 
Chow  and  H.  N.  Mukai,  5:57  (No. 
4181— $0.80) 

Method  for  Determining  Degree  of 


Cure  of  Phenolic  Resin,  S.-Z.  Chow 
and  W.  V.  Hancock,  4:21  (No.  4174 — 
$1.50) 

Plywood  Adhesives  —  Developments 
and  Trends,  F.  J.  Shelton,  1:9  (No. 
4047 — $0.80) 

Review  of  Recent  Glues  and  Gluing 
Research  Applied  to  Particleboard, 
A.  F.  Halligan,  1:44  (No.  4165— $1.50) 
“Tailoring”  Phenolic  Adhesives,  D.  L. 

Gumprecht,  6:38  (No.  4193— $0.60) 
Triethylamine  Stabilizer  for  Resins  in 
Douglas-Fir  Particleboard,  A.  D. 
Nevers  and  W.  F.  Lehmann,  2:53 
(No.  4149— $1.40) 

Upgrading  Joint  Sealant  Performance 
in  Residential  Construction,  J.  T. 
Rice,  11:11  (No.  4274— $0.80) 

Glue  Lam 

Effect  of  Forming  Stresses  on  the 
Strength  of  Curved  Laminated 
Beams  of  Loblolly  Pine,  G.  E.  Wood- 
son  and  F.  F.  Wangaard,  3:47  (No. 
3796— $1.50) 

Fracture  at  Butt  Joints  in  Laminated 
Pine,  R.  H.  Leicester  and  P.  C. 
Bunker,  2:59  (No.  TN-154— $0.40) 

Veneers  and  Plywood 

Accelerated  and  5-Year  Exposure 
Tests  on  Exterior  Type  Poplar  Ply¬ 
wood,  M.  N.  Carroll,  E.  G.  Bergin, 
and  A.  O.  Feihl,  5:43  (No.  4191 — 
$1.50) 

Automatic  Plywood  Layup  Develop¬ 
ment  at  Simpson  Timber  Company, 
V.  H.  Clausen  and  A.  Zweig,  9:62 
(No.  4287— $1.50) 

Cross-Grooved  Stickers  Reduce  Mark¬ 
ing  on  FRT  Plywood,  R.  D.  Graham 
and  H.  D.  Erickson,  1:42  (No.  TN- 
144— $0.40) 

Flexural  Rigidity  of  Southern  Pine 
Plywood,  E.  J.  Biblis,  6:47  (No. 
4207— $1.50) 

Gluing  of  Southern  Pine  Veneer  with 
Blood  Modified  Phenolic  Resin 
Glues,  C.  Fischer  and  D.  W.  Ben- 
send,  5:32  (No.  4198— $1.20) 

Influence  of  Cutting  Velocity  and  Log 
Diameter  on  Tensile  Strength  of 
Veneer  Across  the  Grain,  J  .C.  Cade 
and  E.  T.  Choong,  7:52  (No.  4117 — 
$0.40) 

Odor  Problems  from  Some  Plywoods, 
D.  F.  Zinkel,  J.  C.  Ward,  and  B.  F. 
Kukachka,  12:60  (No.  TN-175— $0.20) 
Performance  of  Southern  Pine  Ply¬ 
wood  During  Five  Years  Exposure 
to  Weather,  M.  L.  Selbo,  8:56  (No. 
4226— $1.00) 

Plywood  Adhesives  —  Developments 
and  Trends,  F.  J.  Shelton,  1:9  (No. 
4047— $0.80) 

Gluing  of  Southern  Pine,  R.  F. 
Blomquist,  4:36  (No.  4162— $1.50) 
Gluing  of  Southern  Pine  Veneer  with 
Blood  Modified  Phenolic  Resin  Glues, 
C.  Fischer  and  D.  W.  Bensend,  5:32 
(No.  4198— $1.20) 

H 

High  Temperature  Drying:  See 

Drying. 

High-Temperature  Drying  and  Its 
Effect  on  Wood  Properties,  M.  Sala- 
mon,  3:27  (No.  4233— $1.50) 
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Home  Builders’  Needs  for  Improved 
Paints  and  Coatings  on  Wood  and 
Wood  Products,  R.  J.  Johnson,  7:15 
(No.  4142— $0.60) 

Hot  Melt  Coatings  for  Wood  Prod¬ 
ucts,  V.  A.  Rundle  and  Y.  C.  Cheo, 
9:73  (No.  4271— $1.40) 

How  Florida  Home  Builders,  Archi¬ 
tects,  and  Home  Buyers  Evaluate 
Three  Floor-Foundation  Systems, 
H.  E.  Dickerhoof  and  C.  A.  Fasick, 
9:56  (No.  4194— $1.20) 

Hurricane  Camille — A  Furious  Moni¬ 
tor  to  Builders  and  Rebuilders,  E.  G. 
Stem,  12:18  ($0.60) 

I 

Improved  Load-Carrying  Capacity 
of  Wood  in  Transverse  Compression, 
J.  Bodig,  12:39  (No.  4250— $1.20) 
Influence  of  Cutting  Velocity  and 
Log  Diameter  on  Tensile  Strength  of 
Veneer  Across  the  Grain,  J.  C.  Cade 
and  E.  T.  Choong,  7:52  (No.  4117 — 
$0.40) 

Influence  of  Initial  Drying  Tem¬ 
peratures  on  Development  of  Warp  in 
One-Inch  Hard  Maple,  R.  C.  Rietz, 
7:37  (No.  4227— $0.80) 

Influence  of  Prefreezing  and  Cold 
Water  Extraction  on  the  Shrinkage  of 
Wood,  R.  W.  Erickson  and  H.  D. 
Petersen,  4:53  (No.  4084— $1.00) 
Infrared  Method  for  Determining 
Phenol-Formaldehyde  Resin  Content 
in  Fiber  and  Wood  Products,  S.-Z. 
Chow  and  H.  N.  Mukai,  5:57  (No.  4181 
—$0.80) 

Integrated  Wood  Foundation-Fram¬ 
ing  System,  E.  G.  Stem,  10:15  (No. 
4302— $0.80) 

Isolation  of  Microorganisms  from 
Preservative-Treated  Wood,  H.  L. 
Morton,  J.  L.  Stewart,  and  G.  P. 
Bruneau,  1:38  (No.  4160— $0.80) 

K 

Kiln  Drying:  See  Drying. 

L 

Leaching  Tests  on  Copper-Chrom¬ 
ium-Arsenic  Preservatives,  B.  Hager, 
10:21  (No.  4223— $1.20) 

Lignin:  See  Chemical  Conversion. 

Linear  Comparator  for  Accurate 
Determinations  of  Dimensional  Move¬ 
ment  in  Wood  Specimens,  R.  H.  Mc¬ 
Alister,  9:122  (No.  TN-177— $0.20) 
Longitudinal  Flow  of  Liquids  in 
Southern  Pine  Poles,  M.  S.  Hudson  and 
S.  V.  Shelton,  5:25  (No.  4209— $1.50) 
Lumber:  A  Vital  Commodity  in  Sup¬ 
port  of  Our  Military  Forces,  R.  C. 
Guthrie,  1:16  ($0.40) 

M 

MARKETING 

Codes  and  Legislation 

Forest  Products  in  the  Kennedy 
Round,  L.  B.  Sunderland,  3:14  (No. 
4120— $0.60) 


Function  and  Use  of  Building  Codes, 
M.  Applefield,  5:16  (No.  4200— $0.80) 
Distribution 

Lumber:  A  Vital  Commodity  in  Sup¬ 
port  of  Our  Military  Forces,  R.  C. 
Guthrie,  1:16  ($0.40) 

Promotion 

Better  Utilization  of  Wood  in  Low- 
Income  Housing,  R.  F.  Blomquist 
and  H.  F.  Zomig,  12:11  (No.  4294— 
$1.40) 

Home  Builders’  Needs  for  Improved 
Paints  and  Coatings  on  Wood  and 
Wood  Products,  R.  J.  Johnson,  7:15 
(No.  4142— $0.60) 

How  Florida  Home  Builders,  Archi¬ 
tects,  and  Home  Buyers  Evaluate 
Three  Floor-Foundation  Systems, 
H.  E.  Dickerhoof  and  C.  A.  Fasick, 
9:56  (No.  4194— $1.20) 

Hurricane  Camille — A  Furious  Monitor 
to  Builders  and  Rebuilders,  E.  G. 
Stem,  12:18  ($0.60) 

Integrated  Wood  Foundation-Framing 
System,  E.  G.  Stem,  10:15  (No. 
4302— $0.80) 

Market  Outlook  for  Lumber,  John 
Muench,  Jr.,  9:43  (No.  4360— $0.60) 
Market  Outlook  for  Particleboard  and 
Hardboard,  G.  D.  Lewis,  9:49  (No. 
4362— $0.80) 

Market  Outlook  for  Plywood,  C.  W. 

Dane,  9:46  (No.  4361— $0.60) 

Market  Outlook  for  Pulp  and  Paper, 
B.  Slatin,  9:52  (No.  4320— $0.80) 
Program  for  Recruiting  Students  to 
the  Profession  of  Wood  Science  and 
Technology,  R.  N.  Jorgensen  and 
E.  F.  Lew,  5:20  (No.  4152— $1.00) 
Research  Challenge  Facing  the  South¬ 
ern  Lumber  Industry,  G.  K.  Eliades, 
1:18  (No.  4155— $0.40) 

Market  Outlook  for  Lumber,  John 
Muench,  Jr.,  9:43  (No.  4360— $0.60) 
Market  Outlook  for  Particleboard 
and  Hardboard,  G.  D.  Lewis,  9:49  (No. 
4362— $0.80) 

Market  Outlook  for  Plywood,  C.  W. 
Dane,  9:46  (No.  4361— $0.60) 

Market  Outlook  for  Pulp  and  Paper, 
B.  Slatin,  9:52  (No.  4320— $0.80) 
MECHANICAL  CONVERSION 
Applying  Grid  Patterns  to  Wood  Sur¬ 
faces  Using  Photosensitive  Lac¬ 
quers,  W.  M.  McKenzie,  2:43  (No. 
TN-152— $0.40) 

Observations  on  a  Bark  and  Wood 
Chip  Separation  Procedure  for 
Aspen,  D.  W.  Einspahr,  M.  K.  Ben¬ 
son,  and  J.  R.  Peckham,  7:33  (No. 
4244— $0.80) 

Machining 

Effect  of  Cutting  Direction  with  Re¬ 
spect  to  Grain  Angle  on  the  Quality 
of  Machined  Surface,  Tool  Force 
Components,  and  Cutting  Friction 
Coefficient,  H.  A.  Stewart,  3:43  (No. 
TN-171— $0.80) 

Effect  of  Cutting  Speed  During  Thick 
Slicing  of  Wood,  C.  C.  Peters,  A.  F. 
Mergen,  and  H.  R.  Panzer,  11:37 
(No.  4269— $1.20) 

Slicing  Wood  One-Inch  Thick:  Four 
Types  of  Pressure  Bars,  C.  C. 


Peters,  A.  F.  Mergen,  and  H.  R. 
Panzer,  7:47  (No.  4230-$  1.20) 
Surfacing  Softwood  Dimension  Lumber 
to  Produce  Good  Surfaces  and  High 
Value  Flakes,  J.  F.  Lutz,  B.  G. 
Heebink,  H.  R.  Panzer,  F.  V.  Hefty, 
and  A.  F.  Mergen,  2:45  (No.  4173 — 
$1.40) 

Sawing 

Computer  Simulation  of  Small-Log 
Mill  Processing,  J.  C.  McAdoo,  4:34 
(No.  TN-163— $0.40) 

Simulation  Model  for  Log  Yield  Study, 
J.  A.  Tsolakides  and  A.  E.  Wylie, 
7:21  (No.  4224— $1.20) 

Veneer  Cutting 

Control  of  Veneer  Thickness  During 
Rotary  Cutting,  J.  F.  Lutz,  A.  F. 
Mergen,  and  H.  R.  Panzer,  12:21 
($1.50) 

Floating  Bar  .  .  .A  New  Approach 
to  Veneer  Cutting,  A.  O.  Feihl  and 
M.  N.  Carroll,  4:52  (No.  TN-168— 
$0.20) 

Influence  of  Cutting  Velocity  and  Log 
Diameter  on  Tensile  Strength  of 
Veneer  Across  the  Grain,  J.  C.  Cade 
and  E.  T.  Choong,  7:52  (No.  4117 — 
$0.40) 

Rotary  Cutting  Veneer  with  a  Floating 
Bar,  A.  O.  Feihl  and  M.  N.  Carroll, 
10:28  (No.  4309— $1.00) 

Rotary  Veneer  Cutting  Characteristics 
of  Young-Growth  Redwood,  J.  D. 
Cumming,  C.  Fischer,  and  F.  E. 
Dickinson,  11:26  (No.  4310— $1.00) 
Mechanical  Properties  of  Engel- 
mann  Spruce  Grown  in  Colorado  and 
Wyoming,  J.  Bodig,  10:53  (No.  4256 — 
$1.40) 

Mechanical  Pulping  of  Southern  Pine 
Wood,  B.  J.  Trevelyan,  1:29  (No.  4148 
— $1.50) 

Meeting  Fire  Hazard  Requirements 
with  Wood-Base  Panelboards,  M.  L. 
Larsen  and  M.  M.  Yan,  2:12  (No.  4085 
—$1.00) 

Method  for  Determining  Degree  of 
Cure  of  Phenolic  Resin,  S.-Z.  Chow 
and  W.  V.  Hancock,  4:21  (No.  4174— 
$1.50) 

Method  of  Studying  Dimensional 
Movement  in  Wood  Floors  in  Response 
to  Moisture  Changes,  R.  H.  McAlister, 
10:26  (No.  TN-178— $0.40) 

Methods  of  Vinyl  Lamination,  P.  H. 
McCormack  and  J.  R.  Nelson,  7:12 
(No.  4135— $0.60) 

Microfibril  Angle  as  a  Parameter 
in  Timber  Quality  Assessment,  B.  A. 
Meylan  and  M.  C.  Probine,  4:30  (No. 
4169— $1.00) 

Microscopic  Examination  of  Pres¬ 
sure-Treated  Wood,  E.  A.  Behr,  I.  B. 
Sachs,  B.  F.  Kukachka,  and  J.  O. 
Blew,  8:31  (No.  4261— $1.50) 

Modified  Wood  with  Aqueous  Poly¬ 
urethane  Sys'.ems,  S.  Hartman,  5:39 
(No.  4167— JO. 80) 

Moisture  and  the  Wood  of  the  South¬ 
ern  Pines,  E.  T.  Choong,  2:30  (No.  4152 
—$1.40) 

Moisture-Use  Relationship:  See 
Drying. 

Multiproduct  Timber  Inventory, 
R.  L.  Barger  and  P.  F.  Ffolliott,  11:31 
(No.  4006— $1.20) 
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N 

Nail  Withdrawal  Resistance  of 
Douglas-Fir  and  Western  Hemlock, 
E.  F.  Westman  and  J.  C.  McAdoo,  5:38 
(No.  TN-164— $0.20) 

Naval  Stores  Products  from  South¬ 
ern  Pines,  R.  V.  Lawrence,  9:87  (No. 
4242— $1.20) 

New  Look  at  Mechanical  Lumber 
Grading,  D.  E.  Kennedy,  6:41  (No. 
4192— $0.80) 

New  Method  for  Evaluation  of  In¬ 
ternal  Strength  of  Particleboard, 
K.  C.  Shen  and  M.  N.  Carroll,  8:17 
(No.  4252— $1.20) 

New  Monomers  Used  in  Making 
Wood-Plastics,  J.  E.  Langwig,  J.  A. 
Meyer,  and  R.  W.  Davidson,  11:57 
(No.  4276— $1.00) 

o 

Observations  on  a  Bark  and  Wood 
Chip  Separation  Procedure  for  Aspen, 
D.  W.  E  ins  pah  r,  M.  K.  Benson,  and 
J.  R.  Peckham,  7:33  (No.  4244— $0.80) 
Odor  Problems  from  Some  Ply¬ 
woods,  D.  F.  Zinkel,  J.  C.  Ward,  and 

B.  F.  Kukachka,  12:60  (No.  TN-175— 

$0.20) 

Organization  for  Tropical  Studies 
and  Its  Forestry  Related  Programs, 
S.  B.  Preston,  10: 18  (No.  4366— $0.60) 

P 

Painting  of  Southern  Pine  (A  Re¬ 
view),  J.  B.  Zicherman,  4:44  (No.  4177 
-$1.50) 

PARTICLE  AND  FIBER  PROCESSES 
Fiberboard 

Coated  Insulating  Board:  Influence  of 
Coating  Additives  and  Relative 
Humidity  Upon  Spotting  by  Fungi, 
D.  W.  French  and  C.  M.  Christensen, 
9: 108  (No.  4215— $0.60) 

Meeting  Fire  Hazard  Requirements 
with  Wood-Base  Panelboards,  M.  L. 
Larsen  and  M.  M.  Yan,  2:12  (No. 
4085— $1.00) 

Relative  Strength  of  Boards  Made 
from  Bark  of  Several  Species,  W.  K. 
Murphey  and  L.  E.  Rishel,  1:52  (No. 
TN-155— $0.20) 

Fiberboards  from  Loblolly  Pine  Re¬ 
finer  Groundwood:  Aspects  of  Fiber 
Morphology,  C.  W.  McMillin,  7:56 
(No.  4175— $1.20) 

Flakeboard 

Strength  and  Dimensional  Properties 
of  Hickory  Flakeboard,  C.  P.  An¬ 
thony  and  A.  A.  Moslemi,  7:54  (No. 
TN-173— $0.40) 

Hardboard 

Wet  Process  Hardboards  from  Aspen 
Sap  wood  and  Discolored  Heartwood, 
R.  Gertjejansen,  9:103  (No.  4251 — 
$1.20) 

Particleboard 

Developments  in  the  Production  of 
Multi-Layer  Foamed  Wood  Particle¬ 
boards,  H.-J.  Deppe,  7:27  (No.  4089 
-$1.50) 

New  Method  for  Evaluation  of  Internal 
Strength  of  Particleboard,  K.  C. 
Shen  and  M.  N.  Carroll,  8:17  (No. 
4252— $1.20) 


Review  of  Recent  Glues  and  Gluing 
Research  Applied  to  Particleboard, 
A.  F.  Halligan,  1:44  (No.  4165— $1.50) 
Treatments  to  Reduce  Thickness 
Swelling  of  Phenolic-Bonded  Par¬ 
ticleboard,  B.  G.  Heebink  and  F.  V. 
Hefty,  11:17  (No.  4258— $1.50) 
Triethylamine  Stabilizer  for  Resins  in 
Douglas-Fir  Particleboard,  A.  D. 
Nevers  and  W.  F.  Lehmann,  2:53 
(No.  4149— $1.40) 

Withdrawal  Loads  for  Screws  in  Soft 
Maple  and  Particleboard,  J.  A. 
Whittington  and  C.  S.  Walters,  3:39 
(No.  4180— $0.80) 

Plastic  Laminates 

Methods  of  Vinyl  Lamination,  P.  H. 
McCormack  and  J.  R.  Nelson,  7:12 
(No.  4135— $0.60) 

Performance  Evaluation  of  Stained, 
Rough-Sawn  Southern  Pine  Siding, 

C.  W.  McMillin,  2:51  (No.  TN-159— 
$0.40) 

Performance  of  Southern  Pine  Ply¬ 
wood  During  Five  Years  Exposure  to 
Weather,  M.  L.  Selbo,  8:56  (No.  4226— 
$1.00) 

Plywood:  See  Glues  and  Gluing 
Processes. 

Plywood  Adhesives — Developments 
and  Trends,  F.  J.  Shelton,  1:9  (No. 
4047— $0.80) 

Potential  of  Low  Temperature  Dry¬ 
ing  of  Eastern  Spruce  and  Eastern 
Hemloc';,  K.  Norton  and  H.  B.  Gat- 
slick,  10:33  (No.  4144— $0.80) 

Preservation:  See  Treatments  and 
Coatings. 

Processes  of,  and  Products  from, 
Treating  Southern  Pine  Wood  for 
Modification  of  Properties,  J.  A. 
Meyer  and  W.  E.  Loos,  12:32  (No. 
4163— $1.40) 

PRODUCTION  MANAGEMENT 
Automation 

Automatic  Plywood  Layup  Develop¬ 
ment  at  Simpson  Timber  Company, 
V.  H.  Clausen  and  A.  Zweig,  9:62 
(No.  4287— $1.50) 

Materials  Handling 
Observations  on  a  Bark  and  Wood 
Chip  Separation  Procedure  for  As¬ 
pen,  D.  W.  Einspahr,  M.  K.  Benson, 
and  J.  R.  Peckham,  7:33  (No.  4244 — 
$0.80) 

Computer  Simulation  of  Small-Log 
Mill  Processing,  J.  C.  McAdoo,  4:34 
(No.  TN-163— $0.40) 

Economics  of  Manufacture  of  Wood 
Components,  L.  G.  Daignault,  1:13 
(No.  3755— $0.60) 

Foam  Extrusion— A  New  Way  of  Ap¬ 
plying  Glue,  C.  N.  Cone,  11:14  (No. 
4337— $0.60) 

Production  Control 

Multiproduct  Timber  Inventory,  R.  L. 
Barger  and  P.  F.  Ffolliott,  11:31 
(No.  4006— $1.20) 

Simulation  Model  for  Log  Yield  Study, 
J.  A.  Tsolakides  and  A.  E.  Wylie, 
7:21  (No.  4224— $1.20) 

Production  of  Oleoresin  from  South¬ 
ern  Pine  Trees,  T.  A.  Harrington,  6: 31 
(No.  4212— $1.20) 

Program  for  Recruiting  Students  to 
the  Profession  of  Wood  Science  and 


Technology,  R.  N.  Jorgensen  and 
E.  F.  Lew,  5:20  (No.  4150-$1.00) 
Propagation  of  Molds  on  Red  Alder 
Groundwood — Their  Effect  on  Oil  Soak 
Treatments,  A.  R.  deFreitas  and  H.  D. 
Erickson,  10:45  (No.  4281— $1.50) 
Pulping:  See  Chemical  Conversion. 

R 

Redwood 

Effect  of  Prefreezing  Upon  Hygro- 
scopicity  and  Shrinkage  of  Thin 
Cross  Sections  of  California  Red¬ 
wood,  R.  W.  Erickson,  5:55  (No.  TN- 
167— $0.40) 

Flexural  Creep  Behavior  of  Redwood 
Heartwood  During  Drying  from  the 
Green  State,  R.  W.  Erickson  and 

D.  J.  Sauer,  12:45  (No.  4292— $1.40) 
Rotary  Veneer  Cutting  Characteristics 
of  Young-Growth  Redwood,  J.  D. 
Cumming,  C.  Fischer,  and  F.  E. 
Dickinson,  11:26  (No.  4310— $1.00) 

Relative  Strength  of  Boards  Made 
from  Bark  of  Several  Species,  W.  K. 
Murphey  and  L.  E.  Rishel,  1:52  (No. 
TN-155— $0.20) 

Research  Challenge  Facing  the 
Southern  Lumber  Industry,  G.  K. 
Eliades,  1:18  (No.  4155— $0.40) 

Review  of  Recent  Glues  and  Gluing 
Research  Applied  to  Particleboard, 
A.  F.  Halligan,  1:44  (No.  4165— $1.50) 
Rotary  Cutting  Veneer  with  a 
Floating  Bar,  A.  O.  Feihl  and  M.  N. 
Carroll,  10:28  (No.  4309— $1.00) 
Rotary  Veneer  Cutting  Characteris¬ 
tics  of  Young-Growth  Redwood,  J.  D. 
Cumming,  C.  Fischer,  and  F.  E.  Dick¬ 
inson,  11:26  (No.  4310 — $1.00) 

s 

Sandwich  Construction:  See  Glues  and 
Gluing  Processes  and  Wood 
Engineering. 

Simulation  Model  for  Log  Yield 
Study,  J.  A.  Tsolakides  and  A.  E. 
Wylie,  7:21  (No.  4224— $1.20) 

Slicing  Wood  One-Inch  Thick:  Four 
Types  of  Pressure  Bars,  C.  C.  Peters, 
A.  F.  Mergen,  and  H.  R.  Panzer,  7:47 
(No.  4230— $1.20) 

Southern  Pine 

Attack  by  Plant  Organisms  on  South¬ 
ern  Pine  Wood — A  Review,  A.  F. 
Verrall,  7:40  (No.  4143— $1.40) 
Characterization  of  Southern  Pine 
Barks,  R.  E.  Martin,  8:23  (No.  4187 
—$1.50) 

Chemical  Drying  of  Southern  Pine 
Wood — A  Review,  M.  S.  Hudson  3:21 
(No.  4146— $0.80) 

Dissolving  Pulp  from  Southern  Pine 
Wood,  D.  F.  Durso,  8:49  (No.  4153— 
$1.50) 

Effect  of  Forming  Stresses  on  the 
Strength  of  Curved  Laminated 
Beams  of  Loblolly  Pine,  G.  E.  Wood- 
son  and  F.  F.  Wangaard,  3:47  (No. 
3796— $1.50) 

Effect  of  Several  Wood  Factors  on 
Dimensional  Stabilization  of  South¬ 
ern  Pines,  E.  T.  Choong  and  H.  M. 
Barnes,  6:55  (No.  4134— $1.20) 
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Effect  of  Steaming  and  Kiln  Drying 
on  the  Properties  of  Southern  Pine 
Poles.  Part  I:  Mechanical  Proper¬ 
ties,  W.  S.  Thompson,  1:21  (No.  4118 
—$1.40) 

Effect  of  Steaming  and  Kiln  Drying 
on  the  Properties  of  Southern  Pine 
Poles.  Part  II:  Chemical  Properties, 
W.  S.  Thompson,  2:37  (No.  4183 — 
$1.20) 

Effects  of  Evolution  on  Southern  Pine 
Wood,  P.  C.  Wakeley,  2:16  (No.  4145 
—$1.00) 

Extractives  of  Wood,  Bark,  and 
Needles  of  the  Southern  Pines— A 
Review,  R.  G.  Stanley,  11:50  (No. 
4168— $1.40) 

Fiber,  Chemical,  and  Agricultural 
Products  from  Southern  Pine  Bark, 

R.  C.  Sproull,  10:38  (No.  4186— $1.20) 
Fiberboards  from  Loblolly  Pine  Re¬ 
finer  Groundwood:  Aspects  of  Fiber 
Morphology,  C.  W.  McMillin,  7:56 
(No.  4175— $1.20) 

Flexural  Rigidity  of  Southern  Pine 
Plywood,  E.  J.  Biblis,  6:47  (No. 
4207— $1.50) 

Gluing  of  Southern  Pine,  R.  F.  Blom- 
quist,  4:36  (No.  4162— $1.50) 

Gluing  of  Southern  Pine  Veneer  with 
Blood  Modified  Phenolic  Resin 
Glues,  C.  Fischer  and  D.  W.  Ben- 
send,  5:32  (No.  4198— $1.20) 
Longitudinal  Flow  of  Liquids  in  South¬ 
ern  Pine  Poles,  M.  S.  Hudson  and 

S.  V.  Shelton,  5:25  (No.  4209— $1.50) 
Mechanical  Pulping  of  Southern  Pine 

Wood,  B.  J.  Trevelyan,  1:29  (No. 
4148— $1.50) 

Moisture  and  the  Wood  of  the  Southern 
Pines,  E.  T.  Choong,  2:30  (No.  4152 
—$1.40) 

Naval  Stores  Products  from  Southern 
Pines,  R.  V.  Lawrence,  9:87  (No. 
4242— $1.20) 

Painting  of  Southern  Pine  (A  Review), 
J.  B.  Zicherman,  4:44  (No.  4177 — 
$1.50) 

Performance  Evaluation  of  Stained, 
Rough-Sawn  Southern  Pine  Siding, 

C.  W.  McMillin,  2:51  (No.  TN-159— 
$0.40) 

Performance  of  Southern  Pine  Ply¬ 
wood  During  Five  Years  Exposure 
to  Weather,  M.  L.  Selbo,  8:56  (No. 
4226— $1.00) 

Processes  of,  and  Products  from. 
Treating  Southern  Pine  Wood  for 
Modification  of  Properties,  J.  A. 
Meyer  and  W.  E.  Loos,  12:32  (No. 
4163— $1.40) 

Production  of  Oleoresin  from  Southern 
Pine  Trees,  T.  A.  Harrington,  6:31 
(No.  4212— $1.20) 

Sulfite  Pulping  of  Southern  Pines, 
W.  J.  Nolan,  9:97  (No.  4171— $1.20) 
Techniques  and  Progress  in  Regen¬ 
erating  Southern  Pines,  W.  F.  Mann, 
Jr.,  8: 10  (No.  4179— $1.20) 

Specific  Gravity  Studies  of  Young- 
Growth  Southwestern  Ponderosa  Pine, 
G.  Voorhies,  6:45  (No.  TN-161— $0.40) 
Spiral  Grain  Patterns  in  Coast 
Douglas-Fir,  R.  O.  Woodfin,  Jr.,  1:53 
(No.  4018— $1.50) 

Stain  in  Red  Oak  Parquet  Flooring, 
C.  B.  Vick  and  M.  A.  Taras,  9:83  (No. 
4245— $0.80) 

Strength  and  Dimensional  Properties 


of  Hickory  Flakeboard,  C.  P.  Anthony 
and  A.  A.  Moslemi,  7:54  (No.  TN-173 
—$0.40) 

Structural  Fastenings:  See  Wood 
Engineering. 

Structural  Sandwiches:  See  Glues  and 
Gluing  Processes  and  Wood 
Engineering. 

Successful  Kiln  Drying  of  White 
Pine  for  Furniture  Stock,  H.  J.  Bois- 
selle,  3: 17  (No.  4088— $0.80) 

Sulfite  Pulping  of  Southern  Pines, 
W.  J.  Nolan,  9:97  (No.  4171— $1.20) 
Surface  Temperature  as  an  Indica¬ 
tor  of  Wood  Moisture  Content  During 
Drying,  E.  S.  Kotok,  D.  P.  Lowery, 
and  C.  E.  Jensen,  9:80  (No.  4255 — 
$0.60) 

Surfacing  Softwood  Dimension  Lum¬ 
ber  to  Produce  Good  Surfaces  and 
High  Value  Flakes,  J.  F.  Lutz,  B.  G. 
Heebink,  H.  R.  Panzer,  F.  V.  Hefty, 
and  A.  F.  Mergen,  2:45  (No.  4173 — 
$1.40) 

T 

“Tailoring”  Phenolic  Adhesives, 

D.  L.  Gumprecht,  6:38  (No.  4193 — 
$0.60) 

Techniques  and  Progress  in  Regen¬ 
erating  Southern  Pines,  W.  F.  Mann, 
Jr.,  8:10  (No.  4179— $1.20) 

TIMBER  PRODUCTION 

Container  Planting  of  Douglas-Fir,  J. 

Walters,  10:10  (No.  4278— $1.00) 
Effects  of  Evolution  on  Southern  Pine 
Wood,  P.  C.  Wakeley,  2:16  (No.  4145 
-$1.00) 

Effects  of  Fertilization  on  Selected 
Wood  Properties  of  Sycamore,  J.  R. 
Saucier  and  A.  F.  Ike,  9:93  (No. 
4285— $0.80) 

Microfibril  Angle  as  a  Parameter  in 
Timber  Quality  Assessment,  B.  A. 
Meylan  and  M.  C.  Probine,  4:30  (No. 
4169— $1.00) 

Multiproduct  Timber  Inventory,  R.  L. 
Barger  and  P.  F.  Ffolliott,  11:31 
(No.  4006— $1.20) 

Organization  for  Tropical  Studies  and 
Its  Forestry  Related  Programs, 
S.  B.  Preston,  10:18  (No.  4366— $0.60) 
Techniques  and  Progress  in  Regen¬ 
erating  Southern  Pines,  W.  T.  Mann, 
Jr.,  8:10  (No.  4179— $1.20) 

TREATMENTS  AND  COATINGS 

Applying  Grid  Patterns  to  Wood  Sur¬ 
faces  Using  Photosensitive  Lac¬ 
quers,  W.  M.  McKenzie,  2:43  (No. 
TN-152— $0.40) 

Effect  of  Several  Wood  Factors  on 
Dimensional  Stabilization  of  South¬ 
ern  Pines,  E.  T.  Choong  and  H.  M. 
Barnes,  6:55  (No.  4134— $1.20) 
Evaluation  of  Several  Vapor  Phase 
Chemical  Treatments  for  Dimen¬ 
sional  Stabilization  of  Wood,  H.  M. 
Barnes,  E.  T.  Choong,  and  R.  C. 
Mcllhenny,  3:35  (No.  4133— $1.00) 

Coatings 

Home  Builders’  Needs  for  Improved 
Paints  and  Coatings  on  Wood  and 
Wood  Products,  R.  J.  Johnson,  7:15 
(No.  4142— $0.60) 

Painting  of  Southern  Pine  (A  Review), 


J.  B.  Zicherman,  4:44  (No.  4177 — 
$1.50) 

Performance  Evaluation  of  Stained, 
Rough-Sawn  Southern  Pine  Siding, 
C.  W.  McMillin,  2:51  (No.  TN-159— 
$0.40) 

Stain  in  Red  Oak  Parquet  Flooring, 

C.  B.  Vick  and  M.  A.  Taras,  9:83 
(No.  4245— $0.80) 

Fire  Resistance 

Cross-Grooved  Stickers  Reduce  Mark¬ 
ing  on  FRT  Plywood,  R.  D.  Graham 
and  H.  D.  Erickson,  1:42  (No.  TN- 
144— $0.40) 

Meeting  Fire  Hazard  Requirements 
with  Wood-Base  Panelboards,  M.  L. 
Larsen  and  M.  M.  Yan,  2:12  (No. 
4085— $1.00) 

Preservation 

Attack  by  Plant  Organisms  on  South¬ 
ern  Pine  Wood — A  Review,  A.  F. 
Verrall,  7:40  (No.  4143— $1.40) 
Biological  Control  of  Decay  in 
Douglas-Fir  Poles,  J.  L.  Ricard, 
M.  M.  Wilson,  and  W.  B.  Bollen, 
8:41  (No.  4217— $1.00) 

Coated  Insulating  Board:  Influence  of 
Coating  Additives  and  Relative 
Humidity  Upon  Spotting  by  Fungi, 

D.  W.  French  and  C.  M.  Christensen, 
9:108  (No.  4215— $0.60) 

Effect  of  Decay  on  Crushing  Strength, 

E.  R.  Toole,  10:36  (No.  TN-187— 
$0.40) 

Isolation  of  Microorganisms  from 
Preservative-Treated  Wood,  H.  L. 
Morton,  J.  L.  Stewart,  and  G.  P. 
Bruneau,  1:38  (No.  4160 — $0.80) 
Leaching  Tests  on  Copper-Chromium- 
Arsenic  Preservatives,  B.  Hager, 
10:21  (No.  4223— $1.20) 

Longitudinal  Flow  of  Liquids  in  South¬ 
ern  Pine  Poles,  M.  S.  Hudson  and 
S.  V.  Shelton,  5:25  (No.  4209— $1.50) 
Microscopic  Examination  of  Pressure- 
Treated  Wood,  E.  A.  Behr,  I.  B. 
Sachs,  B.  F.  Kukachka,  and  J.  O. 
Blew,  8:31  (No.  4261— $1.50) 
Propagation  of  Molds  on  Red  Alder 
Groundwood— Their  Effect  on  Oil 
Soak  Treatments,  A.  R.  deFreitas 
and  H.  D.  Erickson,  10:45  (No. 
4281— $1.50) 

Treatments  to  Reduce  Thickness 
Swelling  of  Phenolic-Bonded  Particle¬ 
board,  B.  G.  Heebink  and  F.  V.  Hefty, 
11:17  (No.  4258— $1.50) 

Triethylamine  Stabilizer  for  Resins 
in  Douglas-Fir  Particleboard,  A.  D. 
Nevers  and  W.  F.  Lehmann,  2:53  (No. 
4149— $1.40) 


u 


Upgrading  Joint  Sealant  Perfor¬ 
mance  in  Residential  Construction, 
J.  T.  Rice,  11:11  (No.  4274— $0.80) 


V 


Variation  of  Interlocked  Grain  in 
Sweetgum,  C.  D.  Webb,  8:45  (No.  4197 
—$0.80) 

Veneer:  See  Glues  and  Gluing 
Processes  and  Drying. 


Veneer  Cutting:  See  Mechanical 
Conversion. 
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Wet  Process  Hardboards  from  Aspen 
Sapwood  and  Discolored  Heartwood, 
R.  Gertjejansen,  9:103  (No.  4251 — 
$1-20) 

Withdrawal  Loads  for  Screws  in 
Soft  Maple  and  Particleboard,  J.  A. 
Whittington  and  C.  S.  Walters,  3:39 
(No.  4180— $0.80) 

WOOD  ENGINEERING 

Wood  Engineering  Review,  D.  H.  Per- 
cival,  9:111  (No.  4241— $1.50) 

Engineered  Products 

Bowing  of  Panels  in  One-Sided  Atmos¬ 
pheres,  H.  Kubler,  11:43  (No.  4225— 
$1.40) 

Design  of  a  Test  House  to  Evaluate 
an  Underfloor  Aid  Distribution  Sys¬ 
tem,  W.  T.  Caldwell  and  H.  E. 
Dickerhoof,  4:18  (No.  TN-158-$0.60) 
Engineering  Concepts  of  Single-Pin 
Dowel  Joint  Design,  C.  A.  Eckel- 
man,  12:52  (No.  4275— $1.50) 
Hurricane  Camille — A  Furious  'Monitor 
to  Builders  and  Rebuilders,  E.  G. 
Stem,  12: 18  ($0.60) 

Performance  Evaluation  of  Stained, 
Rough-Sawn  Southern  Pine  Siding, 

C.W  McMillin,  2:51  (No.  TN-159— 
$0.40) 

Grading 

New  Look  at  Mechanical  Lumber 
Grading,  D.  E.  Kennedy,  6:41  (No. 
4192— $0.80) 


Housing 

Better  Utilization  of  Wood  in  Low- 
Income  Housing,  R.  F.  Blomquist 
and  H.  F.  Zomig,  12:11  (No.  4294— 
$1.40) 

How  Florida  Home  Builders,  Archi¬ 
tects,  and  Home  Buyers  Evaluate 
Three  Floor-Foundation  Systems, 
H.  E.  Dickerhoof  and  C.  A.  Fasick, 
9:56  (No.  4194— $1.20) 

Integrated  Wood  Foundation-Framing 
System,  E.  G.  Stem,  10:15  (No.  4302 
—$0.80) 

Mechanical  Properties 

Effect  of  Decay  on  Crushing  Strength, 
E.  R.  Toole,  10:36  (No.  TN-187— 
$0.40) 

Effect  of  Forming  Stresses  on  the 
Strength  of  Curved  Laminated 
Beams  of  Loblolly  Pine,  G.  E.  Wood- 
son  and  F.  F.  Wangaard,  3:47  (No. 
3796 — $1.50) 

Effect  of  Steaming  and  Kiln  Drying  on 
the  Properties  of  Southern  Pine 
Poles.  Part  I:  Mechanical  Proper¬ 
ties,  W.  S.  Thompson,  1:21  (No. 
4118 — $1.40) 

Flexural  Creep  Behavior  of  Redwood 
Heartwood  During  Drying  from  the 
Green  State,  R.  W.  Erickson  and 

D.  J.  Sauer,  12:45  (No.  4292— $1.40) 

Flexural  Rigidity  of  Southern  Pine 
Plywood,  E.  J.  Biblis,  6:47  (No. 
4207— $1.50) 

Fracture  at  Butt  Joints  in  Laminated 
Pine,  R.  H.  Leicester  and  P.  C. 
Bunker,  2:59  (No.  TN-154— $0.40) 


Improved  Load-Carrying  Capacity  of 
Wood  in  Transverse  Compression,  J. 
Bodig,  12:39  (No.  4250— $1.20) 
Influence  of  Cutting  Velocity  and  Log 
Diameter  on  Tensile  Strength  of 
Veneer  Across  the  Grain,  J.  C.  Cade 
and  E.  T.  Choong,  7:52  (No.  4117 — 
$0.40) 

Mechanical  Properties  of  Engelmann 
Spruce  Grown  in  Colorado  and 
Wyoming,  J.  Bodig,  10:53  (No.  4256 — 
$1.40) 

Nail  Withdrawal  Resistance  of 
Douglas-Fir  and  Western  Hemlock, 

E.  F.  Westman  and  J.  C.  McAdoo, 
5:38  (No.  TN-164— $0.20) 

New  Method  for  Evaluation  of  Internal 
Strength  of  Particleboard,  K.  C. 
Shen  and  M.  N.  Carroll,  8:17  (No. 
4252— $1.20) 

Relative  Strength  of  Boards  Made 
from  Bark  of  Several  Species,  W.  K. 
Murphey  and  L.  E.  Rishel,  1:52  (No. 
TN-155— $0.20) 

Strength  and  Dimensional  Properties 
of  Hickory  Flakeboard,  C.  P.  An¬ 
thony  and  A.  A.  Moslemi,  7:54  (No. 
TN-173— $0.40) 

Withdrawal  Loads  for  Screws  in  Soft 
Maple  and  Particleboard,  J.  A. 
Whittington  and  C.  S.  Walters,  3:39 
(No.  4180— $0.80) 

Wood  Engineering  Review,  D.  H. 
Percival,  9:111  (No.  4241— $1.50) 

Wood  Structure:  See  Anatomy  and 
Fundamental  Properties. 

Wood  Wastes  for  Animal  Feeding, 
R.  W.  Scott,  M.  A.  Millett,  and  G.  J. 
Hajny,  4:14  (No.  4219— $1.00) 
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A 

Anthony,  C.  P.,  and  A.  A.  Moslemi, 
Strength  and  Dimensional  Properties 
of  Hickory  Flakeboard,  7:54  (No.  TN- 
173— $0.40) 

Applefield,  M.,  Function  and  Use  of 
Building  Codes,  5: 16  (No.  4200-$0.80) 


B 

Barger,  R.  L.,  and  P.  F.  Ffolliott, 
Multiproduct  Timber  Inventory,  11:31 
(No.  4006 — $1.20) 

Barnes,  H.  M.,  E.  T.  Choong,  and 
R.  C.  Mcllhenny,  An  Evaluation  of 
Several  Vapor  Phase  Chemical  Treat¬ 
ments  for  Dimensional  Stabilization  of 
Wood,  3:35  (No.  4133— $1.00) 

Bames,  H.  M.,  see  Choong,  E.  T. 

Behan,  M.  J.,  see  Murphey,  W.  K. 

Behr,  E.  A.,  Microscopic  Examina¬ 
tion  of  Pressure-Treated  Wood,  8:31 
(No.  4261— $1.50) 

Bensend,  D.  W.,  see  Fischer,  C. 

Benson,  M.  K.,  see  Einspahr,  D.  W. 

Bergin,  E.  G.,  see  Carroll,  M.  N. 

Biblis,  E.  J.,  Flexural  Rigidity  of 


Southern  Pine  Plywood,  6:47  (No. 
4207— $1.50) 

Blew,  J.  O.,  see  Behr,  E.  A. 
Blomquist,  R.  F.,  Gluing  of  Southern 
Pine,  4:36  (No.  4162— $1.50) 

Blomquist,  R.  F.,  and  H.  F.  Zomig, 
Better  Utilization  of  Wood  in  Low- 
Income  Housing,  12:11  (No.  4294— 
$1.40) 

Bodig,  J.,  Improved  Load-Carrying 
Capacity  of  Wood  in  Transverse  Com¬ 
pression,  12:39  (No.  4250— $1.20) 

Bodig,  J.,  Mechanical  Properties  of 
Engelmann  Spruce  Grown  in  Colorado 
and  Wyoming,  10:53  (No.  4256— $1.40) 
Boisselle,  H.  J.,  Successful  Kiln  Dry¬ 
ing  of  White  Pine  Furniture  Stock, 
3:17  (No.  4088— $0.80) 

Bollen,  W.  B.,  see  Ricard,  J.  L. 
Brady,  S.  L.,  see  Murphey,  W.  K. 
Bruneau,  G.  P.,  see  Morton,  H.  L. 
Bunker,  P.  C.,  see  Leicester,  R.  H. 


C 

Cade,  J.  C.,  and  E.  T.  Choong,  In¬ 
fluence  of  Cutting  Velocity  and  Log 
Diameter  on  Tensile  Strength  of  Ve¬ 


neer  Across  the  Grain,  7:52  (No.  4117 — 
$0.40) 

Caldwell,  W.  T.,  and  H.  E.  Dicker¬ 
hoof,  Design  of  a  Test  House  to  Evalu¬ 
ate  an  Underfloor  Air  Distribution 
System,  4:18  (No.  TN-158— $0.60) 

Carroll,  M.  N.t  E.  G.  Bergin,  and 
A.  O.  Feihl,  Accelerated  and  5-Year 
Exposure  Tests  on  Exterior  Type 
Poplar  Plywood,  5:43  (No.  4191— $1.50) 

Carroll,  M.  N.,  see  Feihl,  A.  O. 

Carroll,  M.  N.,  see  Feihl,  A.  O. 

Carroll,  M.  N.,  see  Shen,  K.  C. 

Cheo,  Y.  C.,  see  Rundle,  V.  A. 

Choong,  E.  T.,  and  H.  M.  Bames, 
Effect  of  Several  Wood  Factors  on 
Dimensional  Stabilization  of  Southern 
Pines,  6:55  (No.  4134— $1.20) 

Choong,  E.  T.,  Moisture  and  the 
Wood  of  the  Southern  Pines,  2:30  (No. 
4152— $1.40) 
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